
1a. Use with a  
pasting machine  
or paste the wall  

and apply –  
no soaking 

required
or

1b. Use with the wall 
adhesion technique

 – No soaking
 required.

4. Trim off excess material 
with a knife and a plastic 
trowel where it meets the 
ceiling, skirting boards or 
windows.

5. Trim off excess wallpaper 
at corners and edges and 
butt the next length up to it.

2. Butt the lengths
 together.

3. Smooth down  
the wallpaper  

using a sponge  
roller.

ERFURT EMV 80 Carbon Fibre Nonwoven gb

Handling

Product Benefits

Breathable Repels  
radiation

PVC-free

Paste the
wall

Knock
resistant

Covers 
cracks

No soaking
time

Nonwoven 
adhesive

Flame retardant

For walls
and ceilings

6. During application each 
length of Carbonvlies 
should be connected to the 
adjoining length with a self 
adhesive ERFURT-EMV earth 
strap. For convenience these 
are normally applied at a 
height just above the skir-
ting boards.

7. Once dry, the wall cove-
ring should be earthed by  
a qualified electrician. Then 
paint with high-quality emul-
sion paint (conforming to 
DIN EN 13300) or possibly 
plaster or wallpaper etc.



walls to make you feel good
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Product Description

Manufacturer
Erfurt & Sohn KG 
Hugo-Erfurt-Straße 1 
42399 Wuppertal 
www.erfurt.com  

Product designation
ERFURT EMV 80 Carbon fibre nonwoven

Raw materials/Manufacture 
ERFURT EMV 80 Carbon fibre nonwoven is a smooth wall covering, 
which is manufactured from special cellulose and textile fibres, 
combined with polymer binding agents.

Product data
·	 Order no. 400

·	 Roll dimensions: 20.00 m long x 1.00 m wide

·	 Carton content: 2 rolls

·	 Weight: approx 75 g/m2 

·	 Edge-cut and film-wrapped

Product characteristics
·	 Screens high- and low-frequency electromagnetic waves

·	 Covers contrasting colours on the base surfaces very well

·	 Its water vapour permeability conforms to DIN 52615, corresponding 
to a diffusion-equivalent air layer thickness of 0.02 m

·	 Fire protection class “B-s1,d 0“ according to DIN EN 13501-1 
corresponds to “B1“ (flame resistant) according to DIN 4102-1.

·	 PVC-, softener- and solvent-free

·	 Fibreglass-free

·	 No addition of heavy metal compounds or formaldehyde

·	 Dimensionally stable and covers cracks

·	 Gently remove after moistening with water

·	 Suitable for painting or wallpapering over

Application/Handling

It should be hung in rooms, which have professionally installed 

electrical wiring. When hanging ERFURT EMV 80 Carbon fibre nonwoven, 

a gap of 2 cm should be left from the metal frames of light switches and 

sockets (DIN EN 61140 (VDE 0140-1)). 

ERFURT EMV 80 Carbon fibre nonwoven can be used on all interior base 

surfaces that can be wallpapered over. Remove all wallpaper and coats 

of paint that are no longer adhering to the wall. Smooth out rough base 

surfaces with plaster-based filler. Prime very absorbent base surfaces 

with solvent-free primer. Please read BFS data sheets nos. 7 and 16.

Hang using the wall pasting technique

Use nonwoven adhesive (e.g. Metylan NP New Plaster Paste at a rate of 

1:10 = 1 kg in 10 litres of water or Metylan NP Power Granulate Plus at 

a rate of 1:10 = 1 kg in 10 litres of water) or similar. Apply the adhesive/

paste evenly to the base surface and lay the cut lengths of wallpaper 

dry into the bed of adhesive/paste. Please read the adhesive 

manufacturer’s instructions for use.

Using a pasting machine

Paste ERFURT EMV 80 Carbon fibre nonwoven using a pasting machine, 

fold it and hang it immediately without allowing for a soaking time. Use 

nonwoven adhesive (e.g. Metylan NP New Plaster Paste at a rate of 1:10 

= 1 kg in 10 litres of water or Metylan NP Power Granulate Plus at a rate 

of 1:12 = 1 kg in 12 litres of water) or similar to paste. Please read the 

adhesive manufacturer’s instructions for use.

Adhesion

Hang ERFURT EMV 80 Carbon fibre nonwoven perpendicular, with the 

lengths butt jointed to each other. Smooth out any bubbles with a 

sponge roller or a wallpapering palette knife. Press excess lengths into 

the corners at ceilings, skirtings, windows etc. with a plastic trowel and 

cut off with a knife. Ensure that the wall covering does not overlap. 

Immediately remove any traces of adhesive from the surface. During 

application each length of Carbonvlies should be connected to the 

adjoining length with a self adhesive  ERFURT-EMV earth strap. For 

convenience these are normally applied at a height just above the 

skirting boards.

Painting

Once dry, ERFURT EMV 80 Carbon fibre nonwoven can be painted with 

emulsion paint with a minimum wet abrasion class of 3 conforming to 

DIN EN 13300.

Wallpapering base surface

All wall coverings can be hung onto this smooth base surface. Use the 

paste specified for use with this type of wall covering, but at the very 

least special adhesive at a ratio of 1:20 (200g in 4 litres of water), to 

hang wallpaper onto ERFURT EMV 80 Carbon fibre nonwoven. All dry 

strippable wall coverings can be removed from ERFURT EMV 80 Carbon 

fibre nonwoven. Remove pasted wall coverings with care (the use of 

spiked rollers is not recommended).

Earthing

A qualified electrician should earth ERFURT EMV 80 Carbon fibre 

nonwoven once it has been pasted and dried. Erfurt cannot be held 

liable for damage caused by improper handling and earthing.
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