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Product Description

Manufacturer
Erfurt & Sohn KG 
Hugo-Erfurt-Straße 1 
42399 Wuppertal 
www.erfurt.com  

Product designation
ERFURT Variovlies R 300

Raw materials/Manufacture
ERFURT Variovlies R 300 is a smooth wall covering for the refurbishment 
of textured base surfaces, which is manufactured from special textile 
fibres in a 2-component composite system.  

Product data
·	 Order no. 764

·	 Roll dimensions: 25.00 m long x 1.00 m wide

·	 Carton content: 2 rolls

·	 Weight: approx. 280 g/m22 

·	 Edge-cut and film-wrapped

Product characteristics
·	 Optimum base surface for wallpaper

·	 Its water vapour permeability conforms to DIN 52615, corresponding 
to a diffusion-equivalent air layer thickness of 0.01 m

·	 Non-flammable conforming to DIN 4102-B1

·	 PVC-, softener- and solvent-free

·	 Fibreglass-free

·	 No addition of heavy metal compounds or formaldehyde

·	 Dimensionally stable and covers over cracks

Application/Handling

ERFURT Variovlies R 300 is ideal for the quick 
refurbishment of smooth and slightly textured  
base surfaces
ERFURT System Adhesive SR 2 Is used for the quick refurbishment of 
smooth and slightly textured base surfaces, which are to be prepared in 
one step for wallpapering with all types of textured wall coverings. 
Evenly apply a generous amount of paste to the base surface using a 
long-pile roller. 

Place the felt side of the cut lengths onto the adhesive and press down 
with a wallpapering palette knife so that the adhesive is evenly 
distributed and an even base surface is created. Press excess lengths at 
ceilings, skirtings, windows etc. into the corners with a wallpapering 
palette knife and cut off with a knife. Ensure that the wall covering does 
not overlap.

ERFURT Variovlies R 300 is ideal for the quick 
refurbishment of medium to coarsely textured  
base surfaces 
ERFURT System Adhesive SR 4 is used for the quick refurbishment of 
medium and coarsely textured base surfaces, which are to be prepared 
in one step for wallpapering with all types of textured wall coverings. 
Evenly apply the paste to the base surface using a toothed trowel. Place 
the felt side of the cut lengths onto the adhesive and press down with a 
wallpapering palette knife so that the adhesive is evenly distributed 
and an even base surface is created. Press excess lengths at ceilings, 
skirtings, windows etc. into the corners with a wallpapering palette 
knife and cut off with a knife. Ensure that the wall covering does not 
overlap.

ERFURT Variovlies R 300 as a base surface for 
wallpapering: 
All wall coverings can be applied to ERFURT Variovlies R 300. Ensure 
that the seams do not sit on top of each other, due to the butt joints 
moving sidewards. Use the paste specified for use with the type of wall 
covering, but at the very least special adhesive at a ratio of 1:20 (200g 
in 4 litres of water), to hang wallpaper onto ERFURT Variovlies R 300 
Owing to the strength of ERFURT Variovlies R 300, all wall coverings, 
which have been hung using paste, can be subsequently removed 
without damaging the base surface. 

ERFURT Variovlies R 300 can therefore be covered with many 
subsequent wall coverings.

Base surface for painting
To achieve a surface quality comparable to Q2 when decorating using 
SR2 on smooth to medium-textured base surfaces, the seams should be 
filled and smoothed with a plastic emulsion filler (e.g. Ardex 826) after 
wallpapering. To obtain an even appearance after painting, we would 
recommend the use of an LF primer after the wallpaper has been 
applied. When redecorating using SR4 on medium- to coarsely-textured 
base surfaces, it is enough to butt joint the lengths together to achieve 
a surface quality comparable to Q2.

Matt emulsion paint with a minimum wet abrasion class of 3, according 
to DIN EN 13300, should be used for painting, depending on the level of 
wear and tear the wall will be subjected to.

Ingredients/Test results
Its water vapour permeability has been determined by the Schall- und 
Wärmemeßstelle Aachen GmbH, in accordance with DIN EN ISO 12 572 
and certified by test report nos. 1030509-D-WDD and 1030509-E-WDD. 
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