
ERFURT-Variovlies  
T 1100 MAGNET PRO
Product benefits

How to use

1. Remove old wallpaper and loose paint. Smooth 
over rough base surfaces with plaster-based filler. 
Pre-treat heavily absorbent base surfaces using 
solvent-free primers.

2a. With smooth to slightly textured base 
surfaces, use a long-pile roller to generously 
roll ERFURT System Adhesive SR 2 PRO along 
the lengths onto the base surface.

2b. With medium to coarsely textured base surfaces, 
use a toothed trowel (either B2 or C3 depending on 
the base surface) to evenly apply ERFURT System 
Adhesive SR 4 PRO along the lengths perpendicular 
to the strips of paper.

4. Do not overlap in corners and at edges,  
but separate precisely along the edge and  
butt joint the next length.

3. Place the dark underside of the wallcovering 
butt jointed to each other in the ERFURT system 
adhesive using the paste-the-wall technique. 
Press on with a straight edge. Horizontal bond-
ing of the lengths is also possible.
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5. Use a Stanley knife and wallpapering palette 
knife to trim off excess material at ceilings, 
skirtings, or windows etc.

6. After drying, ERFURT-Variovlies T 1100 MAG-
NET can be coated with high-quality emulsion 
paint according to DIN EN 13300, as well as 
whiteboard paints and blackboard paint. The 
technical data sheets of the manufacturers 
must be observed.
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Product description
ERFURT-Variovlies T 1100 MAGNET PRO

Manufacturer:
ERFURT & SOHN KG • Hugo-Erfurt-Strasse 1  
42399 Wuppertal • GERMANY • www.erfurt.com • info@erfurt.com

Raw materials/Manufacture
All ERFURT-Variovlies-magnetic nonwoven wallcoverings conform to DIN 
EN 234. They are manufactured in a 3-component composite system from 
a nonwoven material with recycled paper and textile fibres, a magnetic 
carrier material, and a textile nonwoven material.

Product specification
Order no.:		  1003302
Roll dimensions: 	 10.40 m x 0.96 m  
Box contents: 	 1 roll ( incl. 8 magnets )  
Weight: 		  approx. 1150 g/m2

Order no.:		  1003303
Roll dimensions: 	 2.60 m x 0.96 m 
Box contents: 	 1 roll ( incl. 2 magnets ) 
Weight: 		  approx. 1150 g/m2

Product details
•	 For invisible communication, presentation or information surfaces  	
	 for permanent or sporadic use
• 	We recommend neodymium magnets with a holding force of at least 	
	 4.8 kg.
• 	Ideal base surface for whiteboard and blackboard paint for the 		
	 additional use of the surfaces for marking with wipeable whiteboard 	
	 markers, or school chalk and liquid chalk
• 	Smooth walls created by re-paintable cellulose nonwoven
• 	Pleasing and simple to use (fibreglass-free)
• 	Personalised colour design
• 	Can be re-painted several times
• 	The size of the magnetic area can be varied
• 	No screening effect or disruption to mobile phones or Wi-Fi systems
• 	No surface damage to the wall from pin holes or adhesive tape
• 	No troublesome elements, such as metal panels, pin boards or  		
	 adhesive mounts needed
• 	Simple to use with the paste-the-wall technique using 		
	 SR2 PRO /SR4 PRO system adhesive 

Material testing 
Check the rolls for possible material defects before using. Refer to BFS 
Data Sheet no. 7.

Application/use
Base surface
ERFURT-Variovlies-magnetic nonwoven wallcoverings can be used on all 
interior base surfaces suitable for wallpapering. Ensure that the base 
surface is dry, firm, evenly absorbent, clean, smooth and sufficiently 
even for the intended wallcovering.

Remove old wallcoverings and loose coatings. Smooth over rough base 
surfaces with plaster-based filler. Use suitable primers to pre-treat very 
absorbent base surfaces or base surfaces with different levels of 
absorbency. Note the requirements of BFS Data Sheets no. 10, no. 16  
and no. 20, and VOB/C (18363, 18366 Part C and Section 3). 

Recommended adhesive
ERFURT System Adhesive SR 2 PRO with smooth base surfaces

ERFURT System Adhesive SR 4 PRO with slightly to medium textured base 
surfaces

How to use
Applying to smooth base surfaces:

Use a long-pile roller to generously apply ERFURT System Adhesive SR 2 
directly to the wall surface. Apply approx. 0.3 kg/m² - 0.4 kg/m², 
depending on the condition of the base surface. The adhesive can be 
kept open for around 20 minutes under normal temperature and 
humidity conditions. Do not allow the working temperature to fall below 
10 °C. To avoid any adhesion problems, do not spread the adhesive too 
thinly and do not coat too large an area at once. 

Place the dark side of the cut lengths onto the adhesive and press down 
with a wallpapering palette knife so that the adhesive is evenly 
distributed and a flat base surface is created. Press excess lengths at 
ceilings, skirtings, windows etc. into the corners with a wallpapering 
palette knife and cut off with a Stanley knife*. Do not overlap the 
wallcovering. 

Applying to slightly to medium textured base surfaces: 

Evenly apply ERFURT System Adhesive SR 4 directly to the wall surface 
along the lengths with a toothed trowel (either B2 or C3 depending on 
the base surface) perpendicular to the lengths of paper. Apply approx. 
0.5 kg/m² to 0.6 kg/m², depending on the base surface. The adhesive 
can be kept open for around 20 minutes under normal temperature and 
humidity conditions. Do not allow the working temperature to fall below 
10 °C. To avoid any adhesion problems, do not spread the adhesive too 
thinly and do not coat too large an area at once. 

Place the dark side of the cut lengths onto the adhesive and press  
down with a wallpapering palette knife so that the adhesive is evenly 
distributed and a flat base surface is created. Press excess lengths at 
ceilings, skirtings, windows etc. into the corners with a wallpapering 
palette knife and cut off with a Stanley knife*. Do not overlap the 
wallcovering. 

*Please always use a sharp blade

Coating
Once dry, apply emulsion paint with a minimum wet abrasion class of 3 
according to DIN 13300, depending on the level of wear and tear the wall 
will be subjected to. Always paint the wallcovering quickly and without 
interruption. 

Alternatively the wallpapered surface can be painted in an airless 
process. When doing so, subsequently roll the surface with a short-pile 
paint roller to obtain an even surface. 

Coating with whiteboard paint and blackboard paint is also possible.  
The technical data sheets of the manufacturers must be observed.  
When using mineral-based coating materials, moving the magnets can 
cause dark marks on the surface.

Renovation
ERFURT-Variovlies T 1100 MAGNET can be repainted multiple times when 
you come to redecorate.

Storage
Store the rolls of wallcovering standing upright in a dry and cool place.
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Quality seal
ERFURT-Variovlies magnetic nonwoven wallcoverings are made of 
high-quality, natural raw materials that meet all the relevant standards 
and comply with the most exacting quality requirements. Various product 
properties of ERFURT-Variovlies magnetic nonwoven wallcoverings are 
regularly tested and certified by independent test institutes. The 
following tests/certifications are available:

•	 Conforms to DIN EN 234 (Specification for wallcoverings for 		
	 subsequent decoration).
• 	VOC: ultra-low-emission – tested to the AgBB Standard.

• 	Fire behaviour classification:  D-s1, d0 according to DIN EN 13501-1       	
	 (fire-retardant) 

• 	Water vapour permeability: Tested to DIN EN ISO 12572:2017-05 -  	
	 corresponds to a diffusion-equivalent air layer thickness of 		
	 approximately 1.93 m.

• 	A+: conforms to the French emission test in line with  
	 Décret-No. 2011-321  + CMR Regulation.

Important note
Do not roll ERFURT-Variovlies magnetic nonwoven wallcoverings in the 
opposite direction and avoid excessive bending to prevent damage on 
the visible side.

Dispose of wallpapering waste with normal household waste.

If you come across a defect when applying the wallcovering, stop working 
immediately and contact your retailer. Complaints without evidence 
(sample pieces and package slip) cannot be accepted. The above 
information represents only general recommendations.

As the application and use of this products lies outside our influence,  
our information does not relieve our customers of the need to check our 
products for their suitability for their intended processes and purposes. 
This issue will lose its validity with the publication of a new issue due to 
technical advances.

Please contact our technical hotline +49 (0)202 6110 375 or e-mail  
awt@erfurt.com should you have any technical questions about our 
products or the use of our products.
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