
ERFURT-KlimaTec KV 600 PRO
thermal nonwoven
Product benefits
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cracks

BreathableEnergy-
saving

How to use

1. Remove old wallpaper and paint. Smooth 
rough base surfaces. Pre-prime very absorbent 
base surfaces with solvent-free primer.

3a. With smooth base surfaces, use a long-pile 
roller to generously roll ERFURT System Adhesive 
SR 2 PRO along the lengths onto the base 
surface.

2. Cut ERFURT-KlimaTec KV 600 PRO leaving a surplus 
and roll up with the underside facing outwards.

3b. With slightly to medium textured base surfac-
es, use a toothed trowel (either B2 or C3 depend-
ing on the base surface) to evenly apply ERFURT 
System Adhesive SR 4 PRO directly to the surface 
of the wall perpendicular to the lengths of wall-
covering.

5. Trim off excess wallpaper at the corners and 
edges and butt joint the next length.

4. Place the felted side of the wallcovering, butt 
jointed to the next length, into the wet ERFURT 
system adhesive using the paste-the-wall tech-
nique. Press down with a rubber roller and/or a 
plastic trowel.

www.erfurt.com

6. Use strong scissors or a hook-blade knife and 
palette knife to cut and remove excess material 
at ceilings, skirtings, windows etc.

8. Once dry, wallpaper over ERFURT-KlimaTec KV 
600 PRO. Ensure that the seams do not sit on 
top of each other, due to the butt joints moving 
sidewards.

For walls 
and ceilings

No soaking Paste-the-wall
technique

Covers
textures

KlimaTec

7. Incorporate crack repair tape into the filler to 
reinforce the seam area.

Sound 
absorbing
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Product description
ERFURT-KlimaTec KV 600 PRO

Manufacturer:
ERFURT & SOHN KG • Hugo-Erfurt-Strasse 1   
42399 Wuppertal • GERMANY • www.erfurt.com • info@erfurt.com

Raw materials/Manufacture
ERFURT-KlimaTec KV 600 PRO is an approximately 4 mm thick smooth, 
breathable energy-saving interior wallcovering, which is produced as a 
2-component composite product from special cellulose and textile fibres.

Product specification
•	 Order number: 1001209
•	 Roll dimensions: 15.00 x 1.0 m
•	 Box contents: 1
•	 Boxes per pallet: 12	

Product features
•	 Energy-saving by improving thermal efficiency
•	 Up to 75 % quicker heat-up of rooms
•	 Works with composite thermal insulation systems
•	 Increased wall surface temperature by up to 2 °C
•	 Dimensionally stable and covers cracks (Class A+B)
•	 Optimum base surface for wallpaper

Material testing
Check the rolls for possible material defects before using.

Application/use
Base surface
ERFURT-KlimaTec KV 600 PRO can be used on all interior base surfaces 
suitable for wallpapering. The base surface should be dry, firm and clean. 
Remove any finishes that are coming loose. Conventional edging trims 
should be used to create clean edges at external corners or soffits.

Recommended paste
Use ERFURT System Adhesive SR 2 PRO on smooth base surfaces. Evenly 
apply a generous amount of paste to the base surface along the lengths 
using a long-pile roller.
Use ERFURT System Adhesive SR 4 on slightly to medium textured base 
surfaces. Use a toothed trowel (B2 or C3, depending on the base surface) 
to evenly apply the paste to the base surface perpendicular to the lengths 
of paper.

How to use
Hang ERFURT-KlimaTec KV 600 PRO perpendicular, with the lengths butt 
jointed to each other. Place the felted side of the wallcovering onto the 
adhesive and press down with a wallpapering palette knife to smooth out 
any bubbles, ensuring that the adhesive is evenly distributed and that a 
flat base surface is produced. Use a plastic straight edge to press any 
excess material at the ceiling, skirtings, windows etc. into the corners and 
cut off with a hooked blade knife or strong scissors. Do not overlap the 
wallcovering. Any creases that are produced in the wallcovering during 

storage, transport or handling do not adversely affect the product and 
generally are no longer visible once the wallpaper has been hung and 
dried. To reinforce the seams, work a crack repair tape (e.g. Kobau 
optiband) into the filler (e.g. Ardex 826).

Coating
ERFURT-KlimaTec KV 600 PRO can be wallpapered once dry (a minimum of 
12 hours). All breathable wallcoverings can be used (ERFURT-Rauhfaser 
woodchip, ERFURT nonwoven woodchip. ERFURT-Variovlies nonwoven, 
ERFURT-Vliesfaser nonwoven). At a minimum, use nonwoven adhesive to 
bond to thermal nonwoven wallcoverings.
When hanging the wallcovering, offset the butt joints side-wards to 
prevent the seams and the wallpaper seams sitting upon each other. To 
maintain permeability, we recommend coating the surfaces with 
breathable DIN EN 13300-compliant coatings. ERFURT-KlimaTec KV 600 
PRO permits all dry-strippable wallcoverings to be removed with ease. 
Remove pasted wall coverings with care (the use of spiked rollers is not 
recommended).

Renovation
ERFURT wallcoverings can be removed if they are bonded properly to 
ERFURT-KlimaTec KV 600 PRO. 

Storage
Store the rolls of ERFURT-KlimaTec KV 600 PRO standing upright in a dry 
and cool place.

Quality seal
ERFURT-KlimaTec KV 600 PRO wallcoverings are made of high-quality, 
natural raw materials that meet all the relevant standards and comply with 
the most exacting quality requirements. Various product properties of 
ERFURT-KlimaTec KV 600 PRO wallcoverings are regularly tested and 
certified by independent test institutes. The following tests/certifications 
are available:

•	 Fire behaviour classification: E according to DIN EN 13501-1
•	 Conforms to DIN EN 234 (Specification for wallcoverings for
	 subsequent decoration).
•	 Its water vapour permeability as per DIN EN ISO 12 572 corresponds  
	 to a diffusion-equivalent air layer thickness of approximately 0.06 m, 	
	 when applied with ERFURT System Adhesive SR 2
•	 Its water vapour permeability as per DIN EN ISO 12 572 corresponds 
	 to a diffusion-equivalent air layer thickness of approximately 0.54 m, 	
	 when applied with ERFURT System Adhesive SR 4
•	 In accordance with DIN 4108 Section 3, no dew water certification is 	
	 necessary, as the water vapour permeability in the system is greater 	
	 than a diffusion-equivalent air layer thickness of 0.5 m, and an
	 R value of ≤1

Important note
ERFURT-KlimaTec KV 600 PRO thermal nonwoven may not be used on 
moist walls or in areas where there is mould infestation. Advice should be 
sought from a professional. Refer to the information in the ERFURT 
Ventilation Guidelines, among others, to reduce peaks of moisture in the 
air. The manufacturer cannot guarantee the material properties of the 
product if the above points are not complied with.
The above information corresponds to the current state of the art. This 
information does not claim to be complete. 
As the application and use of our products lies outside our influence, and 
varying circumstances of use, modes of working and materials require 
their use to be adapted to the respective working conditions, no legal 
obligation can be derived from this technical information. All previous 
technical data sheets lose their validity with this edition. 
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Please contact our technical hotline +49 202 6110 375 or e-mail  
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products or the use of our products.

Acoustic values
Sound absorption level according to ISO 11654

Frequency 125 Hz 250 Hz 500 Hz 1000 Hz 2000 Hz 4000 Hz

Alpha-p *1  0 0.05 0.1 0.2 0.3 0.4
1) The stated sound absorption level applies to uncoated KlimaTec KV  
  600 PRO
   Alpha-w value = 0.2

Frequency  125 Hz 250 Hz 500 Hz 1000 Hz 2000 Hz 4000 Hz
Alpha-p *2 0 0.05 0.1 0.05 0.05 0.1

2) The stated sound absorption level applies to the following  
   construction:  
   KlimaTec KV 600 PRO, Variovlies ECO 150 + acoustic paint.
   Alpha-w value = 0.1
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