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Product description
 
ERFURT-Nonwoven Woodchip Paste	   
ERFURT-Nonwoven Woodchip Paste is a powdered paste that is 
dissolved in water. It has been specifically developed for use with 
nonwoven woodchip wallcoverings and is ideal for use with nonwoven 
wallpaper of all kinds. ERFURT-Nonwoven Woodchip Paste has excellent 
initial adhesion and strip positions can be easily corrected. 

Supplier  
ERFURT & SOHN KG • Hugo-Erfurt-Strasse 1   
42399 Wuppertal • GERMANY • www.erfurt.com�

Product specification�  
 
• Volume / pack: 200 g  
• Box contents: 24 packs

Product benefits  
• Dries transparently 
• Excellent strip correction 
• Breathable 
• Excellent initial adhesion 
• Secure seam and edge adhesion 
• Optimum paste spread 
• Highly productive: approx. 25 m2 
• Ready to use in 10 minutes

Technical specification of the product
• Working temperature: + 10 °C to + 40 °C 
• pH approx. 9.7 
• Consumption: approx. 200 ml/m² 

Efficiency
Mix ERFURT-Vlies-Rauhfaser paste in cold,  	  
clean water as per the table below: ratio given for 200 g (pack contents)	

  

Important note: Ready-stirred paste can be kept for 2-3 days well covered. 
The paste is suitable for use with wallpapering machines, although please 
refer to the wallcovering manufacturer’s instructions for use.

Preparation of the paste
•	Swiftly sprinkle the contents of the pack in cold water stirring vigorously 	
	 and evenly (approx. 2 minutes).
•	Leave the paste mixture to soak, and stir  well again after approx.  
	 3 minutes.
•	ERFURT-Nonwoven Woodchip Paste is ready to use after a further  	
		 5 minutes.

 
Preparation of the base surface�   
The base surface must be flat, firm, dry, clean, sound and free of any 
interlayers that could interfere with the compound. Check any existing 
coatings for their suitability, solidity and adhesion. Remove non-intact 
and unsuitable coatings and dispose of in line with the regulations. 
Thoroughly wash off any remains. If need be, pre-prime strongly 
absorbent base surfaces or apply a coat of wallpaper primer.�   
Instructions for use�   
Refer to the Technical Data Sheet on ERFURT-Nonwoven Woodchip 
for information on working with ERFURT-Nonwoven Woodchip 
wallcoverings. Refer to the wallcovering manufacturer’s information 
with other nonwoven wallpaper.

 

Important 
 
ERFURT-Nonwoven Woodchip Paste has a shelf life of 5 years. Store in a 
cool, dry place. Store the container tightly closed. 

Disposal�   
Only recycle empty packaging. Dried remains of the material can  
be disposed of with household waste or site waste. Waste code no.:  
EWC 08 04 14.

Water volume Coverage

Pre-primer 10 l approx. 50 m2

Nonwoven woodchip 5 l approx. 25 m2

Nonwoven wallpaper 5 l approx. 25 m2

ERFURT-Variovlies 5 l approx. 30 m2
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