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Product Description
ERFURT-Makulatur 88

Manufacturer
ERFURT & SOHN KG • Hugo-Erfurt-Straße 1  
42399 Wuppertal • GERMANY • www.erfurt.com

Raw materials/Manufacture
Makulatur 88 consists of a single layer of acid-free paper. 
There are no problems associated with the removal/disposal of our lining 
paper, as the natural raw materials are automatically returned to the 
ecosystem. 

Product data
• Weight: 80 g/m2

• Roll dimensions: 33.50 m long x 0.53 m wide
• Carton content: 12 rolls

Product features
• Its water vapour permeability as per DIN 52615 corresponds to a 

diffusion-equivalent air layer thickness of approx. 0.02 m.
• Fire rating „E“ according to EN 13501-1, corresponding to „B2“ (normal 

flammability) according to DIN 4102-B2. 

Application/Handling
Makulatur lining paper can be used on all interior base surfaces suitable 
for wallpapering. 

Adhesive
Henkel: Solvite Ready to Roll, Delicate Wallcoverings Adhesive
Pufas: Glutolin S15, Glutolin 77 + 20 % BW, Decotric MC Spezial + 20 % BW

Adhesion
After drying, Makulatur lining paper can be covered with all wallcoverings. 
Note the wallpaper manufacturer‘s adhesion recommendations.
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